
This Rod Control is made of wooden dowels.  The Mouth Trigger and Jaw Sticks are craft 
sticks.  The String I use is black braided nylon fishing line (this may be hard to find).

Many of the elements that appear in this diagram are shown larger than normal.  Actual 
items,  such as the eye screws,  can be much smaller than shown and will slim down this 
particular rod control.

HINGE
this attaches the jaw stick to the head 
rod.  It can be a piece of fabric

HEAD ROD
this should move freely

ANCHOR
this piece holds the head rod
to the body rod.  It can be an eye 
screw.

THUMB CONTROL ROD

CROSS BAR
this links all three head rods 
together so they move in unison

HINGE
this hinge can be a screw or a 
dowel

HAND HOLD
this is where you will hold the puppet

MOUTH TRIGGER
this will move all mouths
at the same time

ELASTIC
this should hold the mouth
in its neutral position

JAW STICK
attach jaw here

EYE SCREW
to guide mouth
string 

MOUTH STRING

BODY ROD
attach body
to this

HINGE
this attaches the jaw stick to the head
rod.  It can be a piece of fabric

MULTI-ROD DIAGRAM

Head Rod should
rest on the Hand
Hold to keep it
from falling through.

Best of luck, Nick Barone

This design will allow the performer to operate 
multiple puppets with one rod control.
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